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EZ-Splice® belt joining instructions
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Tools you will need: 

• Safety glasses

• EZ-Splice Strand

• Profiling Pliers

• Place the EZ-Splice® strand between the two ends of the belt to be joined, match and align the spaces of the 
strand with the spaces of the belt.

• Make sure that the cut end of the EZ-Splice® strand is on the bottom.

• Once both ends of the belt are aligned with the spaces in the EZ-Splice® strand, turn the EZ-Splice® strand over and 
hook both end loops in as shown below.
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•     Place the EZ-Splice™ strand between the two ends of the belt to be joined. 
    Matching and aligning the space of the strand with the spaces of the belt.

•      Once both ends of the belt are aligned with the spaces in the EZ-Splice ™ strand, turn the    	
     EZ-Splice ™ strand over and hook both end loops in as shown below. (1 & 2)

•       EZ-Splice™ strand with both end loops hooked into place.

•      Hook end loop in place. •      Repeat opposite end.

•    Make sure that the cut end of the  EZ-Splice™ strand 		
   is on the bottom.

Tools you will need :

Setup

•	 Safety Glasses
•	 EZ-Splice™ Strand
•	 EZ-Splice™ Closure Tool

https://wirebelt.co.uk/products/accessories/tools/
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•      Now that you have both end loops hooked into place, turn the EZ-Splice™ strand 1800 or            	
      1/2 a turn.

•     Turn and insert the second space of the EZ-Splice™ strand through the second space of    	
      the belt to be spliced and repeat every other space until the edge of the belt is reached.

•     Once the bottom half is all locked into the appropraiate spaces acrosss the width of the belt,    	
      turn the EZ-Splice™ strand about 1/4 of a turn or about 900 up as shown above.

•      Take the top half of the belt and hook the first space over and through the first space of the   	
       EZ-Splice™.

•      Then repeat every other space until the end of the belt is reached.

•     Now the bottom half of the joint is completed.
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•      Now that EZ-Splice™ is in place, follow steps 11, 12 & 13 (below) to lock your  EZ-Splice™ 	
      strand in place.

Match the EZ-Splice™ Z-Bend up with the corresponding groove on the lower jaw of the closure 
tool and crimp down by rotating the corresponding Socket Grub Screw clockwise using a pow-
er drive or wrench with 5mm hex bit or the hex key provided until the EZ-Splice™ strand has 
closed. After releasing the closure tool move and locate the lower jaw into the adjacent bend 
and repeat closure procedure. Repeat procedure across full belt width at every 2nd belt space 
until all Z-bends in the EZ-Splice™ strand are closed.

•  

•      Before starting ensure the closure socket 	
       grub screws are released and opened ready 	
       for closure. 

•      Insert the lower jaw of the closure tool into 	
       the gap of the EZ-Splice™ strand.
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