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In this instruction guide the next steps will show 
you how to make the following types of belt joining 
clips 

• One-space clips
• Three-space clips
• Double loop ends clips

A:   Keep pre-made end loop for use on end of belt when splicing

B:   Cut in the centre of even spaces for equal number of one space clips 

NOTE: Strand is Gold for visual purposes only

A:   Hold one set of Needle Nose pliers close to the inner Z bend 	

        as shown in Diagram B. This will give you the correct  

        measurement for an equal single loop edge at both ends of 	

        the clip.

B:   Hold the other set of Needle Nose pliers near the end of   	

        the strand. This will give you enough leverage to be able to     	

        bend the wire.

Diagram A

Diagram B

Tools you will need :

Setup

•	 Safety glasses
•	 Needle Nose Pliers X2
•	 Universal Cutting Nippers

SINGLE STRAND OF WIRE BELT

LEFT SIDE OF THE CUT STRAND OF WIRE BELT

HOW TO MAKE JOINING CLIPS

Universal
Wire Cutters
Required

X2 Sets of 
Needle Nose
Required

UNIVERSAL CUTTING NIPPERS 017008 NEEDLE NOSE PLIERS 017018

Needle nose pliers are suitable for all applicationsSuitable for use with all Flat-Flex® belting including 
4mm wire diameter.
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A:   Hold the first set of pliers in a stationary position.

B:   With secondary pliers bend around the first set of  

        stationary pliers as shown. Band the wire down so 	

         that it almost meets the bootom of the Z form.

A:   Cut the wire using the opposite single loop edge as

         a guide on where to cut

•     This is how the finished clip should look!

•	 For joining clip instructions 
please download our full 
guide on installing joining clips 
into your Flat-Flex Belt.

BENDING THE WIRE INTO PLACE

CUTTING THE FINISHED SINGLE LOOP EDGE

FINISHED SPLICING STRAND
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https://wirebelt.co.uk/wp-content/uploads/2020/12/WB-IJC-Installing-Joining-Clips-Method-4-page-booklet-V4-Interactive-V1.pdf
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•	 For joining clip instructions 
check out our instructional  
videos on our YouTube channel

https://wirebelt.co.uk/products/accessories/belt-joining-clips/

